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USING THE PUMP SPRAYER
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Step 1: Safety First. Step 2: Pour Step 3: Safely Test Step 4: Lightly Spray  Step 5: Respray
Read the Safety Data BioBalance H202 in Sprayer. Use the Contaminated Areas. Foamy Areas. If area
Sheet (SDS) and put Sprayer. Unscrew handle to pump up Lightly spray all foams from contact
on included gloves, sprayer lid and pourin the sprayer 5 ormore  discolored building with peroxide, spray
N95 mask, and the 12% Hydrogen times while pointing materials (e.g.- wood  again. Area doesn’t
goggles (PPE). Peroxide. 1 gallon the nozzle in a safe framing, sub-flooring, need to dry before

treats approximately  direction such as a crossbeams, concrete  respraying.

1,500 ft2. kitchen sink. blocks, concrete

flooring, etc.).

1. Danger! Hydrogen Peroxide (H202) can cause severe burns.
Strong Oxidizing Agent!

2. Readincluded Safety Data Sheet (SDS) before handling. >

3. This solution will bleach and/or break down many organic
materials. Only use on raw building materials (i.e. - not

See How-To video at

CAUTION finished surfaces or fabric material).
4. Store any leftover peroxide in a safe manner. Assure that any biobalancenow.com/peroxide

product that could leak out is contained.



Mold Treatment with BioBalance H202

Using the BioBalance Peroxide Kit with optional HavenMist

OPTIONAL

’

1. Test

Sample the area with a
mold swab sample*.
Collect a swab sample
from any discolored areas
to determine what mold
contamination is present.

*Mold swab samples can
be purchased at
immunolytics.com.

CAUTION

2. Prep

Ensure the area you are
treating has proper
conditions. For your
safety, use the personal
protective equipment
included and ensure you

have adequate ventilation.

A

Read the Safety Data
Sheet. 12% Hydrogen
Peroxide can cause
severe burns. Read
included Safety Data
Sheet to ensure safe
handling of the product.

Spray the contaminated
areas. Pour BioBalance
H202 in your pump
sprayer and safely spray

all contaminated areas
at least once.

OPTIONAL

5. Maintain with HavenMist

Mist your environment as often as needed.
To maintain your environment and prevent mold growth, mist. Determine
whether your environment needs to be misted again by mold plate testing

or if heath symptoms return.

contained.

See biobalancenow.com/treatment

OPTIONAL

4. Re-Test

Test for mold after 3
days. After treatment,
wait at least 3 days and
retest the areas with
mold plates. Compare
the mold plate sample
results to the
Immunolytics health
scale to determine if
further treatment of the
air is necessary.
Alternatively, the mold
sample can be sent to
Immunolytics for
detailed analysis.

*Visit immunolytics.com/
analysis for steps on self-
analyzing and interpreting
your test.

1. Danger! Hydrogen Peroxide (H202) can cause severe burns. Strong Oxidizing Agent!
2. Read included Safety Data Sheet (SDS) before handling.
3. This solution will bleach and/or break down many organic materials. Only use on raw building

materials (i.e. - not finished surfaces or fabric material).
4. Store any leftover peroxide in a safe manner. Assure that any product that could leak out is
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SAFETY DATA SHEET (SDS)

. IDENTIFICATION
Product Identifier: BioBalance H202 — 12% Hydrogen Peroxide
Synonyms: Dihydrogen Dioxide
Manufacturer: Bio-Balance, LLC
5930 Midway Park Blvd NE
Albuquerque, NM 87109
(800) 510-9244
info@biobalancenow.com
www.biobalancenow.com

Product Use: Cleaning solution primarily used for the cleaning of mold, bacteria, and yeast contaminated
materials.

In Case of Emergency Call: Bio-Balance, LLC (800) 510-9244

Il. HAZARD IDENTIFICATION

Signal Word: Danger
Target Organs: Respiratory and gastrointestinal systems, skin, eyes
Pictograms: GHSO03 GHSO05 GHS07

GHS Classification:

Oxidizing Liquid Category 2
Acute Toxicity Category 4
Skin Irritation Category 2
Eye Damage Category 1
Acute Aquatic Toxicity Category 3

GHS Label Elements:

Hazard Statements:

H272 May intensify fire; oxidizer.
H302 Harmful if swallowed.

H315 Causes skin irritation.

H318 Causes serious eye damage.
H335 May cause respiratory irritation.

Precautionary Statements:

P210 Keep away from heat/sparks/open flames/hot surfaces. No smoking.

P220 Keep away from clothing/incompatible/combustible materials.

P221 Take any precaution to avoid mixing with combustibles/acids/oxidizers.

P370+P378 In case of fire: Use WATER ONLY to extinguish.

P261 Avoid breathing mist/vapors/spray.

P264 Wash hands thoroughly after handling.

P270 Do not eat, drink or smoke when using this product.

P271 Use outdoors or in a well-ventilated area.

P280 Wear protective gloves/protective clothing/eye protection/face protection
P301+P330+P312 IF SWALLOWED: Rinse mouth. Call a POISION CENTER or doctor if you feel unwell.




P302+P352 IF ON SKIN: Wash with plenty of water and soap.

P332+P313 If skin irritation occurs: Get medical attention.

P305+P351+P338 IF IN EYES: Rinse cautiously with water for 15 minutes. Remove contact lenses, if
present and easy to do. Continue rinsing.

P310 Immediately call a POISON CENTER or doctor.

P304+P340 IF INHALED: Remove person to fresh air and keep comfortable for breathing.

P312 Call a POISON CENTER or doctor if you feel unwell.

P362+P364 Take off contaminated clothing and wash it before reuse.

P403+P233 Store in a well-ventilated place. Keep container tightly closed.

P405 Store locked up.

P501 Dispose of contents/container to a licensed chemical disposal agency in accordance

with local/regional/national regulations.

lll. COMPOSITION/INFORMATION ON INGREDIENTS

Chemical Name Weight % CAS # EINECS
Water 88 7732-18-5 231-791-2
Hydrogen Peroxide 12 7722-84-1 231-765-0

IV. FIRST-AID MEASURES

Ingestion: HARMFUL IF SWALLOWED. Call physician or Poison Control Center Immediately. Induce vomiting only if
advised by appropriate medical personnel. Never give anything by mouth to an unconscious person.

Inhalation: MAY BE HARMFUL IF INHALED. CAUSES RESPIRATORY TRACT IRRITATION. Remove to fresh air. If not
breathing, give artificial respiration. If breathing is difficult, give oxygen. Get medical attention.

Eye Contact: CAUSES IRRITATION AND/OR BURNS TO EYES. Check for and remove contact lenses. Flush
thoroughly with water for at least 15 minutes, lifting upper and lower eyelids occasionally. Get immediate medical
attention.

Skin Absorption: MAY BE HARMFUL IF ABSORBED THROUGH SKIN. CAUSES IRRITATION AND/OR BURNS TO
THE SKIN. Remove contaminated clothing. Flush thoroughly with mild soap and water. If irritation occurs, get medical
attention.

V. FIRE-FIGHTING MEASURES

Suitable Extinguishing Media: Water only! Apply vast amounts for cooling and dilution.

Protective Actions for Fire-fighters: In fire conditions, wear a NIOSH/MSHA-approved self-contained breathing
apparatus and full protective gear. Use water spray to keep fire-exposed containers cool.

Specific Hazards: During a fire, irritating and highly toxic gases may be generated by thermal decomposition or
combustion. This product is a strong oxidizer which may release oxygen and promote the combustion of flammable

materials. Spontaneous combustion can occur if allowed to remain in contact with oxidizable materials. Drying of product
on clothing or combustible material may cause fire.

VI. ACCIDENTIAL RELEASE MEASURES

Personal Precautions: Evacuate to a safe area. Provide adequate ventilation. Use proper personal protective equipment
as listed in section VIII.

Environmental Precautions: Prevent spillage from entering storm sewers and ditches which lead to waterways.

Containment and Cleanup: Absorb with inert dry material, sweep or vacuum up and place in a suitable container for
proper disposal. Clean surfaces thoroughly with water to remove residual contamination.

VII. HANDLING AND STORAGE

Precautions for Safe Handling: Use with adequate ventilation. Wash thoroughly after using. Keep out of reach of
children. Keep container closed when not in use.

Conditions for Safe Storage: Store in cool, well-ventilated area away from incompatible & combustible substances.



Keep away from ignition sources.

VIIl. EXPOSURE CONTROLS/PERSONAL PROTECTION

Exposure Limits:

Chemical Name ACHIH (TLV) OSHA (PEL) NIOSH (REL)
Hydrogen Peroxide TWA: 1 ppm; TWA: 1 ppm; TWA: 1 ppm;
1.4 mg/m?3 (A3) 1.4 mg/m? 1.4 mg/m?

Engineering Controls: Use adequate ventilation to keep airborne concentrations low.

Personal Protective Equipment: Safety goggles or face shield and protective gloves should be worn. A NIOSH/MSHA
approved respirator should be used if solution is sprayed, or vapor concentrations are elevated.

IX. PHYSICAL AND CHEMICAL PROPERTIES

Appearance (physical state, color, etc.): Clear, colorless liquid
Odor: Pungent odor

Odor threshold: Data not available
pH: 0-3

Melting point/freezing point: -26 to -56°C

Initial boiling point and boiling range: 104 to 113°C

Flash point: Not applicable
Evaporation rate: >1

Flammability (solid, gas): Data not available
Upper/Lower flammability or explosive limit Data not available
Vapor pressure (mm Hg) 18-27 @ 30°C

Vapor density 0.8 — 1.0 (calculated)
Relative density 1.1-1.2

Solubility Completely soluble in water
Partition coefficient: n-octanol/water Data not available
Auto-ignition temperature Data not available
Decomposition temperature Data not available
Viscosity Data not available
Molecular formula Mixture

Molecular weight Mixture

X. STABILITY AND REACTIVITY
Chemical Stability: Stable
Hazardous polymerization: Will not occur

Conditions to Avoid: High temperatures, heat, sparks, sources of ignition. Contact with combustible materials may result
in spontaneous combustion.

Incompatible Materials: Acids, bases, metals, metal salts, reducing agents, organic materials, alkalis, flammable
substances.

Hazardous Decomposition Products: Data not available.

Xl. TOXICOLOGICAL INFORMATION

Acute Toxicity:
Skin LD50 Dermal — rat — 4060 mg/kg
Eyes Data not available
Respiratory Data not available
Ingestion LD50 Oral — mouse — 2000 mg/kg

Carcinogenicity:
NTP: No component of this product present at levels greater than or equal to 0.1% is identified as a known or anticipated
carcinogen.



IARC: Group 3: Not classifiable as to its carcinogenicity to humans.

OSHA: No component of this product present at levels greater than or equal to 0.1% is identified as a carcinogen or
potential carcinogen.

CA Prop 65: This product does not contain any chemicals known to the State of California to cause cancer or reproductive
toxicity.

Potential Health Effects:

Inhalation Irritating to respiratory tract

Ingestion Can cause burns to the gastrointestinal tract

Skin Can cause irritation and/or burns.

Eyes Can cause irritation and/or burns. Could cause corneal damage which may occur 15
days later.

Signs & Symptoms of Exposure:

Skin Redness, burning, itching, and pain. Blanched / whitened skin.
Eyes Burning, pain, watering eyes.

Respiratory System Coughing, shortness of breath, burning, wheezing, laryngitis
Ingestion Irritation and pain

Xll. ECOLOGICAL INFORMATION

Toxicity to Fish: Gambusia affinis (fish, fresh water), NOEC = 2.38 — 9.86 mg/L

Toxicity to Daphnia and Other Aquatic Invertebrates: Daphnia magna (Crustacia), EC50 = 7.7 mg/L/24 hr
Toxicity to Algae: Chlorella vulgaris (Algae), EC50 = 2.5 mg/L/growth rate

Persistence and Degradability: Data not available

Bioaccumulative Potential: Data not available

Mobility in Soil: Data not available

PBT and vPvB Assessment: Data not available

Other Adverse Effects: Data not available

Xlll. DISPOSAL CONSIDERATIONS

Dispose of in accordance with all local, state, and federal regulations or contract with a licensed chemical disposal agency.

XIV. TRANSPORT INFORMATION

UsS DOT UN2984, Hydrogen peroxide, agueous solutions, 5.1, Pg lll

TDG UN2984, HYDROGEN PEROXIDE, AQUEOUS SOLUTIONS, 5.1, PG IlI
IMDG UN2984, HYDROGEN PEROXIDE, AQUEQOUS SOLUTIONS, 5.1, PG IlI
Marine Pollutant No

IATA/ICAO UN2984, Hydrogen peroxide, agueous solutions, 5.1, Pg lli

XV. REGULATORY INFORMATION

TSCA Listed

DSCL (EEC) Listed

California Proposition 65 | Not Listed

SARA 302 Listed

SARA 304 Listed

SARA 311 Acute Health Hazard, Reactivity Hazard

SARA 312 Acute Health Hazard, Reactivity Hazard

SARA 313 Listed

WHMIS Canada Class C: Oxidizing Material; Class D-2B: Toxic Material Causing Other Toxic Effects

XVI. OTHER INFORMATION

The information and recommendations in this safety data sheet are, to the best of our knowledge, accurate as of the date
of issue. Nothing herein shall be deemed to create warranty, expressed or implied, and shall not establish a legally valid
contractual relationship. It is the responsibility of the user to determine applicability of this information and the suitability of
the material or product for any particular purpose.

Date of Revision: July 31, 2025



